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4 Mil Permanent PSA
Water Resistant Matte Vinyl

A water resistant calandered
white PVC vinyl with a
permanent pressure
sensitive adhesive and
a non glare finish

BASIS WEIGHT:
Grams/m2

CALIPER (mil):

OPACITY (%):

GLOSS (@ 60°)

WHITENESS 105 -

Adheres to a wide variety
of smooth surfaces

Compatible and water
resistant with dye and
pigmented inks

For indoor and
outdoor use

Excellent color brilliance
and image definition

Cold lamination use only

•

•

•

•

•

ADHESIVE Permanent

Face Stock
Full Construction

6.7 6.4-7.0

ROLL CONFIGURATIONS

PHYSICAL SPECIFICATIONS

Target

Finished Rolls Core Print Side

Range

AVM4PSA

Hewlett-Packard ®

Encad Novajet ®

ColorSpan ®

Canon ®

All Dyes and PigmentsEpson ®

Roland ®

Mutoh ®

Mimaki ®

N/A

PRINTER COMPATIBILITY

Aqueous Thermal Aqueous Piezo Solvent Ink Type

Recommended Storage Conditions: Temperature: 72°F ± 5°F (22°C ± 3°C) / Relative Humidity: 35-65%
Return unused portion to original packaging when not in use / Shelf Life: 1 Year under recommended storage conditions


